
!e

!e
!e

!e !e

1

2

3

X4

4
Q

6
6

5
5

W Z

Y

De
ck

ers
 C

ree
k

Kanes Creek
Sandy
Run

Dills
Run Reid mine: 

16,000 lbs/year

Ingrand mine: 
29,000 lbs/year

KCS1
Before: 9,700 lbs/year
After: -4,900 lbs/year

Valley Point #12
Before:31,000 lbs/year
After: 11,700 lbs/year

Valley Highwall #3
Before: 20,000 lbs/year

After: 7,000 lbs/year
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DeCondor
Bond forfeiture

Morgan Mine
Road AMD:

20,000 lbs/year
Sandy Run Project

Before: 79,000 lbs/year
After: ??

Symbol Name Status 
1 Valley Point #12 (VP12) Complete, to be improved 
2 Valley Highwall #3 Complete, to be improved 
3 Kanes Creek South #1 Complete, to be improved 
4 Sandy Run Complete, to be improved 
5 Reed Mine To be constructed this year 
6 Ingrand Mine FY’13 project 
W Hawkins Mine Drainage Solved by permitee  
X DeCondor bond forfeiture  Treatment online in 2015 
Y Sandy Run Spring May be solved by X 
Z Morgan Mine Road AMD To be proposed when land is 

available 
Q Blanket Drain #2 Determining if load is 

significant  
 

AMD remediation in the Kanes Creek watershed


