west virginia department of environmental protection

Office of Oil and Gas Earl Ray Tomblin, Governor
601 57th Street SE Randy C. Huffinan, Cabinet Secretary
Charleston, WV 25304 www.dep.wv.gov

(304) 926-0450
(304) 926-0452 fax

June 27, 2013
WELL WORK PERMIT
Horizontal 6A Well

This permit, API Well Number: 47-10302892, issued to STONE ENERGY CORPORATION,
is evidence of permission granted to perform the specified well work at the location described
on the attached pages and located on the attached plat, subject to the provisions of Chapter 22
of the West Virginia Code of 1931, as amended, and all rules and regulations promulgated
thereunder, and to all conditions and provisions outlined in the pages attached hereto.
Notification shall be given by the operator to the Oil and Gas Inspector at least 24 hours prior
to the construction of roads, locations, and/or pits for any permitted work. In addition, the well
operator shall notify the same inspector 24 hours before any actual well work is commenced
and priot to running and cementing casing. Spills or emergency discharges must be promptly
reported by the operator to 1-800-642-3074 and to the Qil and Gas inspector.

Please be advised that form WR-35, Well Operators Report of Well Work is to be submitted
to this office within 90 days completion of permitted well work, as should form WR-34
Discharge Monitoring Report within 30 days of discharge of pits, if applicable. Failure to
abide by all statutory and regulatory provisions governing all duties and operations hereunder
may result in suspension or revocation of this permit and, in addition, may result in civil and/or
criminal penalties being imposed upon the operators.

In addition to the applicable requirements of this permit, and the statutes and rules governing
0il and gas activity in WV, this permit may contain specific conditions which must be
followed. Permit conditions are attached to this cover letter.

Per 35CSR-4-5.2.g this permit will expire in two (2) years from the issue date unless permitted
well work is commenced. If there are any questions, please feel free to contact me at (304)
926-0499 ext. 1654.

James Martin

- ,,2(
Operator's Well No: STONE 1-8H '

Farm Name:; STONE ENERGYACORP.
APT Well Number: 47-10302892 i
Permit Type: Horizontal 6A Well
Date Issued: 06/27/2013
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PERMIT CONDITIONS

West Virginia Code § 22-6A-8(d) allows the Office of Qil and Gas to place specific conditions upon this
permit. Permit conditions have the same effect as law. Failure to adhere to the specified permit

conditions may result in enforcement action.

CONDITIONS

1. If the operator encounters an unanticipated void, or an anticipated void at an unanticipated depth, the
operator shall notify the inspector within 24 hours. Modifications to the casing program may be
necessary to comply with W. Va. Code § 22-6A-5a (12), which requires drilling to a minimum depth
of thirty feet below the bottom of the void, and installing a minimum of twenty (20) feet of casing.
Under no circumstance should the operator drill more than fifty (50) feet below the bottom of the
void or install less than twenty (20) feet of casing below the bottom of the void.

2. When compacting fills, each lift before compaction shall not be more than 12 inches in height, and
the fill material shall be within plus or minus 2% (unless soil test results show a greater range of
moisture content is appropriate and 95% compaction can still be achieved) of the optimum moisture
content as determined by the standard proctor density test, ASTM D698, Standard Test Method for
Laboratory Compaction Characteristics of Soil Using Standard Effort. Each lift must meet 95 %
compaction of the optimum density based on results from the standard proctor density test of the
actual soils used in specific engineered fill sites. Each lift shall be tested for compaction, with a
minimum of two tests per lift per acre of fill. All test results shall be maintained on site and
available for review.

3. Operator shall install signage per § 22-6A-8g (6) (B) at all source water locations included in their
approved water management plan within 24 hours of water management plan activation.

4. Oil and gas water supply wells will be registered with the Office of Oil and Gas and all such wells
will be constructed and plugged in accordance with the standards of the Bureau for Public Health set
forth in its Legislative rule entitled Water Well Regulations, 64 C.S.R. 19. Operator is to contact the
Bureau of Public Health regarding permit requirements. In lieu of plugging, the operator may
transfer the well to the surface owner upon agreement of the parties. All drinking water wells within
fifteen hundred feet of the water supply well shall be flow tested by the operator upon request of the
drinking well owner prior to operating the water supply well.

5. Pursuant to the requirements pertaining to the sampling of domestic water supply wells/springs the
operator shall, no later than thirty (30) days after receipt of analytical data provide a written copy to
the Chief and any of the users who may have requested such analyses.
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STATE OF WEST VIRGINIA
DEPARTMENT OF ENVIRONMENTAL PROTECTION, OFFICE OF OIL AND GAS
e U A A T A T SRR WL T R MY, T SAP AN s T )

W.VA. CODE §22-6A - WELL WORK PERMIT APPLICATION

1) Well Operator: STONE ENERGY CORPORATION | 494490923 Wetzel | Magnolia |New Martinsville
Operator ID County District Quadrangle

2) Operator’s Well Number: Stone #8H Well Pad Name: Stone
3 Elevation, current ground: 1223.8'  Elevation, proposed post-construction: 1,214.5'
4) Well Type: (a) Gas [ Oil
Other
(b)If Gas:  Shallow ] Deep
Horizontal n
5) Existing Pad? Yes or No: No

6) Proposed Target Formation(s), Depth(s), Anticipated Thicknesses and Associated Pressure(s):
The well is to be drilled in the Marcellus Shale formation. Depth is expected to be 6,642° TVD from ground leve! {-5,409' Sub-8ea). The Marcellus is expacted to have a
thickness of 56' and a rock pressure of 2,500 to 3,000 psi

7) Proposed Total Vertical Depth: 6,680' TVD

8) Formation at Total Vertical Depth: 6,680 TVD _ Marcellus iLkeC

9) Proposed Total Measured Depth: 12,550' MD

10) Approximate Fresh Water Strata Depths: 75" Shallowest and 1014’ Deepest

11) Method to Determine Fresh Water Depth: Noticeable flow from flow line or when having to start soaping

12) Approximate Saltwater Depths: 1,820'

13) Approximate Coal Seam Depths: 1,009

14) Approximate Depth to Possible Void (coal mine, karst, other): None Anticipated

15) Does land contain coal seams tributary or adjacent to, active mine? No v

16) Describe proposed well work: Construct well site according to approved engineering plans. MIRU conductor rig and set 20" conductor into

solid rock and grout to surface. RDMO conductor rig. MIRU Top Hole Rig and drill setting 13.375" casing through fresh water and coal seams. Cement to surface. Drill
and set 9.625" casing through salt water zones. Cement to surface. ROMO Top Hole Rig. MIRU Horizontal Rig. Drill curve and lateral section of well to TD. Set 5.5
preduction easing and cement 1000" back into 9.625" casing. RDMO Horizontal Rig.

17) Describe fracturing/stimulating methods in detail;
MIRU completion Equipment. Run CBL from approximately 30 degrees in the curve to surface. Periorate approximately 20 individual stages each separated by frac plugs
in the lateral saction. Stimulate each individual stage using sand laden slick water. ROMO Completion Equipment. MIRU service rig or coil tublng unit and clean out well
bore. Run tubing Into well bore using snubbing equipment to ald in fluid recovery and clean up well bore. Qnce completion activities have been finished and well is tumed
in line the well pad will be rectalmed. See aftached Frac Chemical Addendum for additives that may be usad during the stimulation.

18) Total area to be disturbed, including roads, stockpile area, pits, etc, (acres): 14.98

19) Area to be disturbed for well pad only, less access road (acres): 9.21

RECEIVED
Office of Qil and Gas

JUN 27 2013

WV Department of
Environmental Protection
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20) CASING AND TUBING PROGRAM
TYPE Size | New Grade | Weight per FOOTAGE: | INTERVALS: | CEMENT:
%I . ft. For Drilling | Left in Well Fill -up (Cu. Ft.)
L/sed
Conductor 20" | New | LS 94.0 40' 40’ 38 CTS
Fresh Water [13.375"| New | J55 54.0 1,200’ 1,200’ 1,142 CTS
Coal 13.375"| New | J55 54.0 1,200’ 1,200' 1,142 CTS
Intermediate (9.625"| New | J55 36.5 2,510’ 2,510 653 Lead - 381 Tail CTS
Production 5.58" | New [P110 20.0 12,550"  |romsiom-1087ei Toc@ 1010
Tubing 2.375"| New | J55 4.7 7,200’ N/A
Liners

Note: The fresh water/coal string will

be set above sea level and cemented to surface.

TYPE Size Wellbore | Wall Burst Cement Cement Yield
Diameter | Thickness Pressure Type
Conductor 20" 24" 0.375" N/A Type 1 1.18
Fresh Water 13.375" | 17.5" 0.380" 2,730 psi | Class A 1.19
Coal 13.375" | 17.5" 0.380" | 2,730 psi | Class A 1.19
Intermediate 9.625" | 12.25" 0.352" 3,520 psi | Class A [Lead 1.26 - Tail 1.19
Production 5.5" 8.75" 0.361" 12,360 psi| Class A |Lead 1.25- Tail 1.23
Tubing 2.375" N/A 0.190" | 7,700 psi N/A N/A
Liners
PACKERS ?f/:{ 2
Kind: N/A
Sizes:

Depths Set:
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21) Describe centralizer placement for each casing string. -Fresh Water/Coal string will incorporate the use
of bow spring centralizers with one (1) being placed above guide shoe and one (1) every second joint to surface for
a total of 16 bow spring centralizers will be run.
- Intermediate string will incorporate the use of bow spring centralizers with one (1) being placed above the guide
shoe, one (1) above the float collar, and one (1) every third joint to surface. One (1) rigid centralizer will be ptaced
near the surface. A total of 23 bow spring centralizers will be run.
- Production string will incorporate the use of alternating left and right hand spiral centralizers with one (1) every
fourth joint from TD to KOP, one (1) every third joint from KOP to top of nudge or slant, and one (1) bow spring
centralizers placed on every third joint to TOC. A total of 70 Spiral and 10 Bow Spring will be be run.

22) Describe all cement additives associated with each cement type. - Fresh Water/Coal string will be
cemented using a slurry of Class A cement with 0.10 Ib/sx Cello flake, 0.20% BWOR Anti-Foam, and 1.0% BWOB CaCl2
- Intermediate string will be cemented using a Lead and Tail slurry; Lead is Class A cement with 0.20 gps Accelerator,
0.07 gps Dispersant, 0.10 gps Anti-Foam, 4.0% BWOB Expanding Agent, and 0.50% BWOB Gas Control Agent.
Tail is Class A cement with 1.0% BWOB CacCl2, 0.1 ib/sx Cello-Flake, and 0.2% BWOB Anti Foam.
-Production string will be cemented using a Lead and Tail slurry; Lead is Class A cement with 0.10 gps Dispersant,
0.10 gps Anti-Foam, 0.05 gps Retarder, 4.0% BWOB Expanding Agent, and 0.50% BWOB Gas Control Agent.
Tail is Class A cement with 0.80% BWOB Dispersant, 0.30% BWOB Fluid Loss, 0.20% BWOB Anti-Foam, and 0.60%

BWOB Retarder.

23) Proposed borehole conditioning procedures.
- Fresh Water/Coal section will be conditiohed by circulating air through the drill sting at TD for between 30 to 60
minutes until well bore is clean of cuttings.

- Intermediate section will be conditioned by circulating air and/or stiff foam through drill string at TD for between
30 to 120 minutes until well bore is clear of cuttings.

- Production section will be conditioned by circulating drilling fluid through the drill string at TD fro between 60 to 720
minutes until shakers are clear of cutting and drill string pulls free of bottom.

*Note: Attach additional sheets as needed.

Note: This application, if approved, will allow for the drilling of a pilot hole into the Onondaga formation
for the purpose of obtaining a complete log across the Marcellus Shale section. Once the logs are
obtained the well will be plugged back from its original TD to 500' above the KOP for the Marcellus
Shale horizontal section. At no time will the Onondaga be allowed to produce.

Py
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WW-9 APINo. 47- 103 . 2397
Rev. 1/12 Operator's Well No, Stone #8H

STATE OF WEST VIRGINIA
DEPARTMENT OF ENVIRONMENTAL PROTECTION, OFFICE OF QIL AND GAS

CONSTRUCTION AND RECLAMATION PLAN AND SITE REGISTRATION APPLICATION FORM

GENERAL PERMIT FOR OII, AND GAS PIT WASTE DISCHARGE

Operator Name STONE ENERGY CORPORATION OP Code 494490923
Watershed Doolin Run Quadrangle New Martinsville
Elevation 1223.8' County Wetzel District Magnolia
Description of anticipated Pit Waste: There will not be a waste pit constructed on this well site

Do you anticipate using more than 5,000 bbls of water to complete the proposed well work? Yes v No

Will a synthetic liner be used in the pit? N/A . If so, what mil.? N/A
Proposed Disposal Method For Treated Pit Wastes:
Land Application
" Underground Injection ( UIC Permit Number Hunter Disposal 2D0859721, 34-121-24037, 34-121-24086)
] Reuse (at API Number Flow back will be stored in tanks and re-used at other well site )
_ Off Site Disposal (Supply form WW-9 for disposal location)
Other (Explain

Drilling medium anticipated for this well? Air, freshwater, oil based, etc. Vertical section: Air and Drilling Soap, Curve and Lateral: Brine fluid

-If oil based, what type? Synthetic, petroleum, etc. NA
Additives to be used? See Attached WW-9 Addendum

Will closed loop system be used ? Both Top Hole and Horizontal drilling rigs will incorporate the use of a closed loop system PA 17
Drill cuttings disposal method? Leave in pit, landfill, removed offsite, etc. Approved and permitted of site landfil
-If left in pit and plan to solidify what medium will be used? Cement, lime, N/A {~ts ~f ?

Landfill or offsite namefpermit number? Wetzel County Sanitary Landfill (SWF-1021/MV03109185)

I certify that I understand and agree to the terms and conditions of the GENERAL WATER POLLUTION PERMIT issued
on August 1, 2005, by the Office of Oil and Gas of the West Virginia Department of Environmental Protection. I understand that the
provisions of the permit are enforceable by law. Violations of any term or condition of the general permit and/or other applicable law
or regulation can lead to enforcement action.

I certify under penalty of law that I have personally examined and am familiar with the information submitted on this
application form and all attachments thereto and that, based on my inquiry of those individuals immediately responsible for obtaining
the information, I believe that the information is true, accurate, and complete. I am aware that there are significant penalties for
submitting false information, including the possibility of fine or imprisonment.

Company Official Signature W

7 LA
Company Official (Typed Name) Timothy P. McGregor
Company Official Title Land Coordinator

Sui'bed and sworn before me this 8 s day of \Oaaast | , 20 1A

Uossl, Vnﬁ N{aﬂm i Noary P

d

"

My commission expires & / 1P jaoa !

OFFICIAL SEAL
NOTARY PUBLIC

BTATE OF WEST VIRGINIA

y DANIELLE L SNODERLY

# RR2 Box 248A, Falrmont, WV 26554
My Commissian Expires May 1 2021

B o 2
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WwW-9 APINo. 47- 103
Rev. 1/12 Operator's Well No. Stone #8H
Property Boundary B — Y Diverston A o
Road St e S S S e Spring O—b
Existing Fence K- K ¢ W Wet Spot tj
Planned Fei Drain Pipe
e 4 4 4 4 -w size in inches @ =
Streamn T S T e e T
— e r—
Open Ditch 3 5> 3 Waterway = T «
O e Cross Drain
Rock < gﬁé Y=
* Adtificial Filer Strip  XR3000 00O XX KR X TR XK
il N Pit: Cul Walls €
Buildings [ ] Pit: Compacted Fil Walls f:::::%
Waler Wells @ —
Area for Land Application
Dyill Shes @ of Pit Waste .@
Proposed Revegetation Treatment: Acres Disturbed 14.98 Prevegetation pH
Lime 20 Tons/acre or to correct to pH 6.5
Fertilizer (10-20-20 or equivalent) _ 500 - 750 tbs/acre (500 lbs minimum)
Mulch 0.50 to 0.75 TPA + Straw Tons/acre
Seed Mixtures
Areal Area Il
Seed Type lbs/acre Seed Type lbs/acre
Marcellus Mix 100.0 Marcellus Mix 100.0
White or Ladino Clover 10.0 White or Ladino Clover 10.0
Orchard Grass 40.0 Orchard Grass 40.0
Winter Rye 50.0 Winter Rye 50.0
Attach:

Drawing(s} of road, location,pit and proposed area for land application.

Photocopied section of involved 7.5' topographic sheet.

Plan Approved by: /7 - /

Comments:

Title: 0(( + (s I';.g‘.uh/ Date:

Field Reviewed? { ) Yes ( ) No

[-10-17




west virginia department of environmental protecti \/n’

EEN
» Water Management Plan: |

dep Secondary Water Sources

WMP-01197 API/ID Number  047-103-02892 Operator:  Stone Energy Corporation
Stone #8H

important:

For each proposed secondary water source identified in your water management plan (i.e., groundwater well,
lake/reservoir, recycled frac water, multi-site impoundment, out-of-state source), DEP makes no estimation of the
availability of water. These sources may prove to be unsuitable water supplies. Please review the following notes:

*For groundwater supply wells, DEP recommends that the operator contact the local health department prior to
drilling any new weil; and reminds the operator that all drinking water wells within 1,500 feet of a water supply
well shalt be flow- and quality-tested by the operator at the request of the drinking well owner prior to operation
of the water supply well.

*For each proposed multi-site impoundment water source identified in your water management plan (if
applicable), DEP will review the withdrawal limits established in the referenced Water Management Plan for
current suitability and provide to the operator these limits for each identified intake. Note that withdrawal limits
may be modified as necessary based on changing demands upon that water supply.

Multi-site impoundment

Source ID: 17032 Spurce Name  Pribble Freshwater impoundment Source start date: 2/1/2014
Source end date: 2/1/2015
Source Lat: 39.685144 Source Long:  -80.820002 County Wetzel
Max. Daily Purchase (gal) Total Volume from Source {gal): 6,706,000

DEP Commants:

The intake identified above has been defined in a previous water management plan. The Reference: WMP-277
thresholds established in that plan govern this water management plan unless otherwise
noted.

west virginia department of environmental protection 5/28/2013 12:47:50 PM
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WMP-01197 API/ID Number  047-103-02892 Operator: Stone Energy Corporation
Stone #8H

b -

Important:

For each proposed secondary water source identified in your water management plan (i.e., groundwater well,
lake/reservoir, recycled frac water, multi-site impoundment, out-of-state source), DEP makes no estimation of the
availability of water. These sources may prove to be unsuitable water supplies. Please review the following notes:

*For groundwater supply wells, DEP recommends that the operator contact the local health department prior to
drilling any new well; and reminds the operator that all drinking water wells within 1,500 feet of a water supply
well shall be flow- and quality-tested by the operator at the request of the drinking well owner prior to operation
of the water supply well.

*For each proposed multi-site impoundment water source identified in your water management plan (if
applicable), DEP will review the withdrawal limits established in the referenced Water Management Plan for
current suitability and provide to the operator these limits for each identified intake. Note that withdrawal limits
may be modified as necessary based on changing demands upon that water supply.

Recycled Frac Water

Source ID: ‘17033  Source Name Varioius Source start date: 2/1/2014
| Source end date: 2/1/2015
Source Lat: ! Source Long: County
Max. Daily Purchase {gal) Total Volume from Source (gal): 294,000

DEP Comments:

west virginia department of environmental protection 5/28/2013 12:47:50 PM
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WATER / WELL LOCATION MAP
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WETZEL COUNTY

MAGNOUA DISTRICT

Fax{304] 284-9223
hrg@hrg-inc.com
www.hrg-inc.com
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REFERENCE DETAIL
NOT TO SCALE

BEARING
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193.84°

5,871°

248 Scoit Aversus, Tulbe |
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= RSIGNED, HEREBY CERTIFY THAT o Vie,,
elro2zes 022z THIS PLAT IS CORRECT TO THE BEST OF My SOt ez,
com KNOWLEDGE AND BELIEF AND SHOWS ALL THE 55’ oy £
Services  wIgioccom INFORMATION REQUIRED BY LAW AND THE S5 2 =
REGULATIONS ISSUED AND PRESCRIBED BY S { No.2050 13 =
FILE NO. RO05461.047 THE DEPARTMENT OF ENVIRONMENTAL S iy HizE 32
DRAWING NO. PLAT PROTECTION, = = 3
SCALE e ‘%J""H 100 z $
4INIMUM DEGREE OF

ACCURACY. 1: 2500

e,
2
%,,72
f??'?vn

-‘. v‘

2,88, X
"ROVEN SOURCE OF R.P.E. LLS. 2050 ""’ﬁ?ﬂﬁ‘iﬂ““
‘LEVATION_GPS (SURVEY GRADE) PLACE SEAL HENE

STATE OF WEST VIRGINIA OPErATRARL 4 .
DEPARTMENT OF ENVIRONMENTAL PROTECTION WELL NO 5
OIL AND GAS DIVISION
=2 47 - 103 -2.82’2. HEA

iELL TYPE: OoiL__ GAS_X  LiQuiD IN;ECTIW___ WASTE DISPOSAL

(IF "GAS,”) PRODUCTION_

GE___ DEEP__ SHALLOW X _

DCATION: ELEVATION_1230 WATERSHED:
DISTRICT: COUNTY: _WETZEL
QUADRANGLE: ~QHIO
JRFACE OWNER: _STONE ENERGY CORP. ACREAGE: _497.05
L. & GAS ROYALTY OMR:W LEASE ACREAGE:J.JJ_E._ZQJ_
ASE NO. ]
YOPOSED WORK: DRILL_X CONVERT___ DRIL DEEPER___ RE FRACTURE OR STIMULATE X

PLUG OFF OLD FORMATION_ _

DRILL
PERFORATE NEW FORMATION___ PLUG AND ABANDON_

1P3d  ALNNDD T3Ziam

CLEAN OUT AND REPLUG_ _ OTHER PHYSICAL CHANGE IN WELL (SPECKFY)
RGET FORMATION: MARCEIUS SHATE ESTIMATED DEPTH: _TVD 6.680" MD 12,550
L WERATW:MW DESIGNATED AGENT: _TIM MCGREGOR
DRESS: _P.Q. BOX 52807

LAFAYETTE, LA 7050

ADDRESS: _6000 HAMPTON CENTER, SUITE B
8 ~MORGANTOWN, WV 26505
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