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west virginia department of environmental protection

Office of Qil and Gas Earl Ray Tomblin, Governor
601 57th Strect SE Randy C. Huffman, Cabinet Secretary
Charleston, WV 25304 www.dep.wv.gov

(304) 926-0450
(304) 926-0452 fax

September 30, 2014

WELL WORK PERMIT
Horizontal 6 A Well

This permit, API Well Number: 47-4902333, issued to EQT PRODUCTION COMPANY, is
evidence of permission granted to perform the specified well work at the location described on
the attached pages and located on the attached plat, subject to the provisions of Chapter 22 of
the West Virginia Code of 1931, as amended. and all rules and regulations promulgated
thereunder, and to all conditions and provisions outlined in the pages attached hereto.
Notification shall be given by the operator to the Oil and Gas Inspector at least 24 hours prior
to the construction of roads, locations, and/or pits for any permitted work. In addition, the well
operator shall notify the same inspector 24 hours before any actual well work is commenced
and prior to running and cementing casing. Spills or emergency discharges must be promptly
reported by the operator to 1-800-642-3074 and to the Oil and Gas inspector.

Please be advised that form WR-35, Well Operators Report of Well Work is to be submitted
to this office within 90 days completion of permitted well work, as should form WR-34
Discharge Monitoring Report within 30 days of discharge of pits, if applicable. Failure to
abide by all statutory and regulatory provisions governing all duties and operations hereunder
may result in suspension or revocation of this permit and, in addition, may result in civil and/or
criminal penalties being imposed upon the operators.

In addition to the applicable requirements of this permit, and the statutes and rules governing
oil and gas activity in WV, this permit may contain specific conditions which must be
followed. Permit conditions are attached to this cover letter.

Per 35CSR-4-5.2.¢g this permit will expire in two (2) years from the issue date unless permitted

well work is commenced. If there are any questions, pleas 9 € 1 copract me at (304)
926-0499 ext. 1654. /

Jamc’s Martin
/ Cfncl

Operator's Well No: 515524
Farm Name: TONKERY, ROBERT E.

API Well Number: 47-4902333
Permit Type: Horizontal 6A Well
Date Issued: 09/30/2014

Promoting a healthy environment.



API Number: 49'02333

PERMIT CONDITIONS

West Virginia Code § 22-6A-8(d) allows the Office of Oil and Gas to place specific conditions upon this
permit. Permit conditions have the same effect as law. Failure to adhere to the specified permit

conditions may result in enforcement action.

CONDITIONS

1. This proposed activity may require permit coverage from the United States Army Corps of Engineers
(USACE). Through this permit, you are hereby being advised to consult with USACE regarding this proposed
activity.

2. Ifthe operator encounters an unanticipated void, or an anticipated void at an unanticipated depth, the operator
shall notify the inspector within 24 hours. Modifications to the casing program may be necessary to comply
with W. Va. Code § 22-6A-5a (12), which requires drilling to a minimum depth of thirty feet below the
bottom of the void, and installing a minimum of twenty (20) feet of casing. Under no circumstance should
the operator drill more than fifty (50) feet below the bottom of the void or install less than twenty (20) feet of
casing below the bottom of the void.

3. When compacting fills, each lift before compaction shall not be more than 12 inches in height, and the
moisture content of the fill material shall be within limits as determined by the Standard Proctor Density test
of the actual soils used in specific engineered fill, ASTM D698, Standard Test Method for Laboratory
Compaction Characteristics of Soil Using Standard Effort, to achieve 95 % compaction of the optimum
density. Each lift shall be tested for compaction, with a minimum of two tests per lift per acre of fill. All test
results shall be maintained on site and available for review.

4. Operator shall install signage per § 22-6A-8g (6) (B) at all source water locations included in their approved
water management plan within 24 hours of water management plan activation.

5. il and gas water supply wells will be registered with the Office of Oil and Gas and all such wells will be
constructed and plugged in accordance with the standards of the Bureau for Public Health set forth in its
Legislative rule entitled Water Well Regulations, 64 C.S.R. 19. Operator is to contact the Bureau of Public
Health regarding permit requirements. In lieu of plugging, the operator may transfer the well to the surface
owner upon agreement of the parties. All drinking water wells within fifteen hundred feet of the water supply
well shall be flow tested by the operator upon request of the drinking well owner prior to operating the water
supply well.

6. Pursuant to the requirements pertaining to the sampling of domestic water supply wells/springs the operator
shall, no later than thirty (30) days after receipt of analytical data provide a written copy to the Chief and any
of the users who may have requested such analyses.

7. If any explosion or other accident causing loss of life or serious personal injury occurs in or about a well or
well work on a well, the well operator or its contractor shall give notice, stating the particulars of the
explosion or accident, to the oil and gas inspector and the Chief, within 24 hours of said accident.

8. During the casing and cementing process, in the event cement does not return to the surface, the oil and gas
inspector shall be notified within 24 hours.

9. Operator shall provide the Office of Oil & Gas notification of the date that drilling commenced on
this well. Such notice shall be provided by sending an email to DEPOOGNotify@wv.gov within 30
days of commencement of drilling,
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(9/13)
STATE OF WEST VIRGINIA
DEPARTMENT OF ENVIRONMENTAL PROTECTION. OFFICE OF OIL AND GAS
W.VA. CODE §22-6A - WELL WORK PERMIT APPLICATION
1) Well Operator:  EQT Production Company | [ 049 [ 4 | 374 |
Operator ID County District Quadrangle
2) Operator's Well Number: 515524 Well Pad Name GLO76
3) Farm Name/Surface Owner : Robert E Tonkery Public Road Access: CR 11
4) Elevation, current ground: 1,455.0 Elevation, proposed post-construction: 1.425.0
5) Well Type: (a) Gas . Oil Underground Storage
Other
(b) If Gas: Shallow . Deep
Horizontal .
6) Existing Pad? Yes or No: no

7) Proposed Target Formation(s}), Depth(s), Anticipated Thicknesses and Associated Pressure(s):
Targel formation is Geneseo at a depth of 7516' with the anticipated thickness to be 32 fee! and anticipated target pressure of 2593 PSI

8) Proposed Total Vertical Depth: 7.516

9) Formation at Total Vertical Depth: Geneseo

10) Proposed Total Measured Depth 14,342

11) Proposed Horizontal Leg Length 5,408

12) Approximate Fresh Water Strata Depths: 264

13) Method to Determine Fresh Water Depth: By offset wells

14) Approximate Saltwater Depths: 1884, 2124, 2439

15) Approximate Coal Seam Depths: 653, 809, 1068, 1167

16) Approximate Depth to Possible Void (coal mine, karst, other): None reported

17)Does proposed well location contain coal seams directly overlying or
adjacent to an active mine?
(a) If Yes, provide Mine Info: Name:
Depth:
Seam:
Owner:

WEHR
9"9&',‘/ Page 1 of 3
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September 15, 2014

Mr. Gene Smith

West Virginia Department of Environmental Protection
Office of Oil and Gas

601 57th Street SE

Charleston, WV 25304

Re: Casing plan on Wells (GLO76 - 514745, 515495, 515496, 51 5497, 515524, 515525)
API# 47-049-02329, 02330, 02331, 02332, 02333, 02334

Dear Mr. Smith,

EQT is requesting the 13-3/8" surface casing be set at 948' KB, 50 below the red rock base
at 898'MD without setting below elevation. This will cover up red rock formations that have
given EQT drilling issues in the past. We will set the 9-5/8” intermediate string at 3051" KB,
50" below the base of the Weir formation.

If you have any guestions, please do not hesitate to contact me at (304) 848-0076.

Vicki Roark
Permitting Supervisor

Enc.

RECEIVED
Office of Oil and Gas

SEP 24 2014

WV Depariment of
Environmentcal Protection

EQT Production 115 Profassional Place | PO. Box 280 | Bridgeport. WV 26330
T304 848.0000 | F 304.848.0040 | www.eql.com
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WW - 6B
(3/113)
CASING AND TUBING PROGRAM
18)
TYPE Size Ne Grade Weight per FOOTAGE: INTERVALS: CEMENT:
or ft. for Drilling Left in Well Fill- up (Cu.Ft.)
Used

Conductor 20 New MC-50 81 40 40 38 C.T.S.
Fresh Water 13 3/8 New MC-50 54 948 948 825 C.T.S.
Coal
Intermediate 95/8 New MC-50 40 3,051 3,051 1,193 C.T.S.
Production 51/2 New P-110 20 14,342 14,342 See Note 1
Tubing 23/8 J-55 4.6 cosprineiud e iaben
Liners
TYPE Size Wellbore Wall Burst Cement Cement Yield

Diameter Thickness Pressure Type cu. ft./k
Conductor 20 24 0.375 - Construction 1.18
Fresh Water 13 3/8 17 1/2 0.38 2,480 * See Note 2 1.21
Coal
Intermediate 95/8 12 3/8 0.395 3,590 * See Note 2 1.21
Production 51/2 B1/2 0.361 12,640 - 1.27/1.86
Tubing
Liners

Packers

Kind: N/A
Sizes: N/A
Depths Set: N/A

Note 1: EQT plans to bring the TOC on the production casing cement job 1,000’ above kick off point, which is at
least 500’ above the shallowest production zone, to avoid communication.
Note 2: Reference Variance 2014-17.

Page20of 3
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(3/13)
19) Describe proposed well work, including the drilling and plugging back of any pilot hole:

drill and complete a new horizontal well in the Geneseo formation the vertical drill to go down to an approximate depth of 4892'

then kick off the horizontal leg into the Geneseo using a slick water frac.

20) Describe fracturing/stimulating methods in detail, including anticipated max pressure and max rate:

Hydraulic fracturing is completed in accordance with state regulations using water recycled from previousl fractured wells and obtained from
freshwater sources. This water is mixed with sand and a small percentage (less than 0.3%) of chemicals (including 15% Hydrechloric acid,
gelling agent, ge! breaker, friction reducer, blocide, and scale inhibitor), referred to In the Industry as a “stickwater” complation. Maximum
anticipated treating prassures are expected to average approximately 8500 psi, maximum anticipated treating rates ars expected to average
approximately 100 bpm. Stage lengths vary from 150 to 300 feet. Average approximatsly 200,000 barets of water per stage. Sand sizes
vary from 100 mesh to 20/40 mesh. Average approximately 200,000 pounds of sand per stage.

21) Total area 1o be disturbed, including roads, stockpile area, pits, etc, (acres): 60.2

22) Area to be disturbed for well pad only, less access road (acres): 19.7
23) Describe centralizer placement for each casing string.

» Surface: Bow spring centralizers — One at the shoe and one spaced every 500"

* Intermediate: Bow spring centralizers— One cent at the shoe and one spaced every 500",

* Production: One spaced every 1000’ from KOP to Int csg shoe

24) Describe all cement additives associated with each cement type. Surface (Type 1 Cement): 0-3% Calcium Chloride
Used to speed the setting of cement slurries.

0.4% flake. Loss Circulation Material (LCM) is used to combat the loss of the cement slurry to a thief zone.

!mg;mgdiase Ingg ; ggmentlz 0-3% Calclum Chloride. Salt is used in shallow, low temperature formations to speed the setting of cement
slurries. 0.4% flake. Loss Circulation Material (LCM) is used to combat the loss of whale drilling fluid or cement sturry {not filtrate)

to a thief zone.

Production;
w@: 0.2-0.7% Lignosulfonate {Retarder). Lengthens thickening time.
0.3% CFR (dispersant). Makes cement easier to mix.
]’3]! ‘I!ES H Cgmgm]: 0.25-0.40% Lignosulfonate (Retarder). Lengthens thickening time.
0.2-0.3% CFR (dispersant). This is to make the cement easier to mix.
60 % Calcuim Carbonate. Acid sclubility.

0.4-0.6% Halad (fluid loss). Reduces amount of water lost to formation.

25) Proposed borehole conditioning procedures. ce: Circulate hole clean (Approximately 30-45 minutes) rotating & reciprocatin

one full joint until cuttings diminish at surface. When cuttings returning to surlace diminish, continue to circulate an additional

minutes. To ensure that there is no fill, short trip two stands with no circulation. If there is fill, bring compressors back an

and circulate hole clean. A constant rate of higher than expected cuttings volume likely indicates washouts that will not clean up.
Intermediate: Circulate hole clean {Approximately 30-45 minutes) rotating & reciprocating one full joint until cuttings diminish at

surface. When cuttings returning to surface diminish, continue to circulate an additional 5 minutes. if foam drilling, to enhance

hole cleaning use a soap sweep or increase injection rate & foam concentration.

Production: Pump marker sweep with nut plug to determine actual hole washout. Calculate a gauge holes bottoms up volume.

Parform a cleanup cycle by pumping 3-5 bottoms up or until the shakers are clean. Check volume of cuttings coming across

the shakers every 15 minutes.

*Note: Attach additional sheets as neaded.

Page 30f 3
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Well ‘515524 (GLO76H8)
EaT Pradudtion _—
Glover Gap Aziuth | 15345
Marion West Virgina VorticalSection 4788
TVD Depth Formation
{feat) Tops (TVD) Hole Size
o (inchis)
A 'Y e
250
Bass Frosh Water 54
500°
Talr
1,000° (10007 1712
1,250°
1,5000
1,760
Bane Aed Rock 1828
2,000 (2000}
2,250
Maxion 2308 - 240
2,500 o Lime 431 - 254
ig kfum 2585 - 2688
2,750 Wer e - 3000
Gants 0 - 3049
3,000 int, cag pt 3051 (30007) | Y 1208
Fitey loot e - ds4
3,260 Thinty foot ater - 3
Gotdon a7 - me
3,500° Faorth Sand ae - 33
Bayard M2 - 3
3,750
“Warren W02 - 4043
4,000 -Spsechisy 43 - 4TS
4,250°
Balown A 433 M
4,500
47500
Riley iy < KOP @ 4,892
5,000
5250
5,500 Besnon 5518 5604
5.750'
Alexaiuder 5957 - BooS
6,000°
6,250'
6,500°
6.750°
7,000 -Soryes 1207 7358
Mickdlesex 7ass - 7418
7.250° Giermses M8 - e
Gienesen 7502 - 76M
7.500° Target Inside Genessn 7516 812
Tuiy 7534 7580
7,750 Hamiiton 7580 resa
Marcellus 7658 - 7708 ) N
Dnetdags 7708 Landcurve @ 75160 1 TVD Est.TD @ 7616 fTvD
. 8432 ftMD 13,842° ft MD
Proposed Weill Work: = e 4
Drill and plete a new weil in the G ! 5,408 f Lateral

The vartical drill to go down 1o an approximale depth of 4852,

Casing
Type

Conductor

Surface

Intefmediale

Producton Casing

Size
{inches)
20

1338

258

512

Wt (ppf)/Grade
B1MC-50

548/MC-50

408/MC-50

208/P-110
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Well Schematic
EQT Production

Well Name 515624 (GLOTEHE) Elevation KB; 1438
County Marion Target Teonaseo
State West Virgina Prospect
Azimuth 15045
Vertical Section 4708 1
@ = - 1 .
Fa| A Hole Size 24° - 20° Conductor at 40
Bit Size 17.5"

264' Fresh Water Base

500" = - 500
TOC @ Surface
1338, MC-50. 545+ @ 548° 1t MD
it Size 12.375°
1,000' = — 1,000 Bit Size 12375
1,500" — - 1,500'

1,828' Base Red Rock

2,000 — — 2,000
2,308 ;!amn
1" Big Lim
800 = 5:225' sig :;1j|.:| —
2,798" Waeir
TOC @ Surlace
s — SO ) N - B

3,118" -Fitty foot
3,197" -Thirty foot
3,247 -Gordon
3.310° -Forth Sand

3500' = 221+ .Bayard = 3.500

" 3,902" -Warren .
%4y 4,043 -Speaechley 4000

4,433 -Baltown A

4.500" w— — 4 500
KOP =|  #,892" ft MD
5000' — 4,834' -Riley — 5000 10 Deg DLS
5500° = ¢ 515 -Benson =
6,000 — 5957 -Alexander — 6000
6,500" =— — 6.500°
7.000" — — 7.000'
7,207 -Sonyea
7,359 -Middlesex
7415 -Genesee Land @ | 8,434 it MD
7.500" = -— J ! 1
500' = 7 s02' -Geneseo Vi 3 7500 7,516 L TVD
7.534" -Tully
7.560' -Hamilton 5 1/2°, P-110, 200 13,842° n MD
7.658" -Marcellus 7,516 n TVD

8.000' — 7,708' Cnondaga e



wast virginla dopartment of environmental protection

Office of Oil and Gas Earl Ray Tomblin, Governor
601 57* Street, SE Randy C. Huffman, Cahinct Secrctary
Charleston, WV 25304 dep.wv.gov
{304) 926-0450

(304) 926-0452 fax

March 18, 2014

Nabors Completion & Production Services Company
1380 Route 286 Hwy E #121

Indiana PA 15701

Re: Cement Variance Request

Dear Sir or Madam,

This agency is approving a variance request for the cement blend listed below to be used
on surface and coal protection strings for the drilling of oil and gas wells in the statc of West
Virginia. The variance cannot be used without requesting its use on a permit application and
approval by this agency:

- Type | (2% Calcium Chloride-Accelerator. 0.25% Super Flake-Lost Circulation, 5.2%
Water, 94% Type “1™ Cement)

If you have any questions regarding this matter feel free to contact me at 304-926-0499,

ext. 1653,
Since |
Do b 2
oo

James Peterson
Environmental Resources Specialist / Permitting

Promoting a healthy environment.

4704902333



west virginia depariment of envircnmental protection

Office of Oil und Gas Earl Ray Tombtin, Governor
601 57 Sireet, SE Randy C. Huffman, Cabinet Sccretary
Charleston, WY 25304 dep.wv.gov
(304) 926-0480

(304) 926-0452 fax

BEFORE THE OFFICE OF OIL AND GAS
DEPARTMENT OF ENVIRONMENTAL PROTECTION
STATE OF WEST VIRGINIA

IN THE MATTER OF A VARIANCE FROM ) ORDER NO. 2014-17
REGULATION 35 CSR § 4-11.4/11.5/14.1 )
AND 35 CSR § 8-9.2.h. 4/5/6/8 OF THE )
THE OPERATIONAL )
REGULATIONS OF CEMENTING OIL )
AND GAS WELLS )

REPORT OF THE OFFICE

Nabors Completion & Production Services Co. requests approval of a different cement
blend for use in cementing surface und coal protection casing of oil and gas wells,

FINDINGS OF FACT
1.) Nabors Completion & Production Services Co. proposes the following cement blend:

2% Calcium Chloride (Accelerator)
0.25 % Super Flake (Lost Circulation)
94% Type “1” Cement

5.20 % Water

2.) Laboratory testing results indicate that the blend listed in Fact Ne.] will achicve a 500
psi compressive strength within 6 hours and a 2,435 psi compressive strength within 24
hours.

Promoting a healthy environment.

4704902333



CONCLUSIONS OF LAW

Pursuant to Articles 6 and 6A, Chapter 22 of the Code of West Virginia, the Office of Oil
and Gas has jurisdiction over the subject matter embraced in said notice, and the persons
interested therein, and jurisdiction to promulgate the hereinalter prescribed Order.

Pursuant to 35 CSR § 4-11.5 and 35 CSR § 8-9.2.1h.8 the Chief of the Office of Oil and
Gas may approve different cement blends upon the well operator providing satisfactory proof
that ditferent cement types arc adequate.

ORDER

It is ordered that Nabors Completion & Production Services Co. may use the cement
blend listed in Findings of Fact No.1 for the ccmenting of surface and coal protection casing of
oil and gas wells in the State as may be requested by oil and gas operators. The waiting time on
the cement blend shall be 8 hours. The cement blend shall be mixed in strict accordance with the
specifications for cach blend and weight measurements made on-site to assure the cement
slurrics meet the minimum weight specifications. A sample shall be collected and, if after 8
hours the cement is not set up, additional time will be required. Nabors Completion &
Production Services Co. shall keep a record of cement blend jobs in which the cement blend
approved under this order is to be used and made available to the Office of Qil and Gas upon
request.

Dated this, the 18th day of March, 2014,

IN THE NAME OF THE STATE OF WEST VIRGINIA

OFFICE OF OIL AND GAS
DEPARTMENT OF ENVIRONMENTAL PROTECTION
OF THE STATE OF WEST VIRGINIA

James Maftin, Chief
Office 6f Oil and Gas

4704902333
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Page 1 of 2
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APINo.47 = 049
Operator's Well No. 515524

Ww-9
(5/13)
STATE OF WEST VIRGINIA
DEPARTMENT OF ENVIRONMENTAL PROTECTION, OFFICE OF OIL AND GAS

Fluids/Cuttings Disposal & Reclamation Plan

EQT Production Company OP Code
Quadrangle Glover Gap
Mannington

Operator Name
Starkey Run
Marion District

Watershed (HUC10)
Elevation 1425.0 County
Do you anticipate using more than 5,000 bblis of water to complete the proposed well work?  Yes _x No_

flowback water & residual solids
If so, what ml.? 60

X No:

Will a pit be used ? Yes:
if so please describe anticipated pit waste:
Yes

Will a synthetic liner be used in the pit?

Proposed Disposal Method For Treated Pit Wastes:
Land Application
( UIC Permit Number

» Underground Injection
Reuse (at APl Number
(Supply form WW-8 for disposal location)

Off Site Disposal

Other (Explain
Yes, The closed loop system will remove drill cutlings from tha drilling

Will closed loop system be used ?
fivid. The drill cuttings are then prepared for fransportation to an off-site disposal facility.
Surlace Intermadate. ond Pllot holo seclons. water based

X No

0014, B462, 4037
)

mud is used 10 dll Ihe curve ang laterat

Drilling medium anticipated for this well? Air, freshwater, oil based, B1C. A s v to s tha 15t sacions of the wamors.

If oil based, whal type? Synthelic, petroleum, elc
MILBAR, Viscosifer, Akalinity Control, Lime. Chioride Salts. Rate Filtration Control,

Additives to be used in drilling medium?
Delloceulant, Lubreant. Detergent Deloaming, Walnut Sheil. X-Cide. SOLTEX Terra. Of the listed chemicals the following are

generally used when driing on air:_|ubricant. delergent, deloaming. Water based fluids use the folowing chemicals: MILBAR.
Landiill

viscoslfer, alkalinity control, lime, chionde salts, rate filtration control, deflocculant, lubricant, detergent, deloaming, walnut shell,

na

x-cida, SOLTEX terra
Drill cuttings disposal method? Leave In pit, landfill, removed offsite, atc.
See Attached List
— 1

I ieft in pit and plan 10 so'idity what medium will ba used? (Cement, Line, sawdust)

Landlill or oftsite name/permit number?
! centify that | understand and agree 10 the terms and conditions of the GENERAL WATER POLLUTION PERMIT issuad

on August 1, 2005, by the Oflice of Ol and Gas of the West Virginia Department of Environmantal Protection. | understand that the
provisions of the permit are enforceabla by law. Violations of any tem or condition of the general permit and/or other applicable law

or regulation can lead to enforcement action,
1 cerlity under panally of law that | have personally examined and am tamiliar with the Information submitted on th's
application form and all attachments thereto and that, based on my inquiry of those individuals immediately responsible for obtaining

the informalion, | believe that the infarmation is true, accurate, and complete | am aware that there are signilicant penallies for

submitting lalse information, including the possibility of fing or imprisonment.
Company Official Signature =
Company Official (Typed Name) _ Victoria J. Roark
Company Official Title Permitting Supervisor
21 _ dayol __sgprEmpee 20__ /4

scribed ﬁmm before me this
/
c b/

Sub
= o
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Operator's Well No. 515524

Proposed Revegetation Treatment: Acres Disturbed 60.2 Prevegetation pH

Lime 3 Tons/acre or to correct to pH 6.5

Fertilize type

Fertilizer Amouﬁt 13 Ibs/acre (500 Ibs minimum)

Muich 2 Tons/acre

Seed Mixtures
Temporary ' Permanent
Seed Type Ibs/acre Seed Type Ibs/acre

KY-31 40 Orchard Grass 15
Alsike Clover 5 Alsike Clover 5
Annual Rye 15

Aftach:
Drawing(s) of road, location,pit and proposed area for land application.

Photocopied section of involved 7.5' topagraphic sheet.

Plan Approved by: za:@ é.ew/—‘-/ﬁé?‘_

Comments:

Title:_£ wery romaaBsf L arspe 7B Date: =~ $O--<

Field Reviewed? ( o ) Yes ) No
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EQT Production Water plan
Offsite disposals for Marcellus wells

CWS TRUCKING INC.
P.O. Box 391

Williamstown, WV 26187
740-516-3586

Noble County/Noble Township
Permit # 3390

LAD LIQUID ASSETS DISPOSAL INC.
226 Rankin Road

Washington, PA 15301

724-350-2760

724-222-6080

724-229-7034 fax

Ohio County/Wheeling

Permit # USEPA WV 0014

TRI COUNTY WASTE WATER MANAGEMENT, INC.
1487 Toms Run Road

Holbrook, PA 15341

724-627-7178 Plant

724-499-5647 Office

Greene County/Waynesburg

Permit # TC-1009

Waste Management - Meadowfill Landfill
Rt. 2, Box 68 Dawson Drive

Bridgeport, WV 26330

304-326-6027

Permit #SWF-1032-98

Approval #100785WV

Waste Management - Northwestern Landfill
512 E. Dry Road

Parkersburg, WV 26104

304-428-0602

Permit #SWF-1025 WV-0109400

Approval #100833WV

BROAD STREET ENERGY LLC
37 West Broad Street

Suite 1100

Calumbus, Ohio 43215
740-516-5381

Washington County/Belpre Twp.
Permit # 8462

TRIAD ENERGY

P.0O. Box 430

Reno, OH 45773

740-516-6021 Well

740-374-2940 Reno Office Jennifer
Nobel County/Jackson Township
Permit # 4037

KING EXCAVATING CO.

Advanced Waste Services

101 River Park Drive

New Castle, Pa. 16101

Facility Permit# PAR000029132

Received

JUN 19 2014

Office of Ot and Gag
WV Dept. of Environmental Protaction
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eEQT

Where energy meets innovation*

Site Specific Safety Plan
EQT GLO76 Pad

Mannington

Marion County, WV

For Wells:

% Date Prepared: May 20. 2014
EQT d ctio

WYV Oil and Gas Inspector

;@—M . 5 ir sty e VAL Z";&f;/’é&fé N
itle Title
bt~ Cotten e 8

Date Date
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WHWW.ENCOMPASSSERVICES.COM PLOT DATE: 8/25/2014 CAD FILE: GLOZE_WELL PLAT_9-25-2014.0WC

8903

Latitude: 39" 35" 00"

LEGEND EQT PRODUCTION COMPANY
) EXISTING GAS WELL BROWER et al LEASE
__8 _mmiae 171.0 ACRES + y
 — — —— PROPERTY UNE WELL NO. WV 515524 i
———i——— STREAM =
——— e — COINTY NG 7 i
NAD'27 SP.C(FT) N. 389,075.6 E 1,720.941.8 3
T NAD'27 GEO LAT—(N) J9.564019 LONG—(W) 80 489843 =
= BELL NO. WY 515524 NAD'EI UTM 17N (M) N 43795031 E 543835.0 -g
gn I BULD-OUT " NAD'B3 SP.C. (FT) An.f. 389,113.2 £ 1,685,5031 =
o mﬁ".‘ ;N;?;-S'B s NAD27 S.P.C.(FT) N. 389,259.3 E 1,719.688.6 s
(=¥l 2 LATERAL NAD'27 GEO LAT—(N) 39.564485 LONG—(W) B80.494295 =)
o< BEARING — S26'32'46"E NADB3 UTM 17N (M) N. 4.379.552.7 E 543456.2
S LENGTH — 5,408 NAD'B3 S.P.C. (FT) N. 389,297.0 £ 1,688249.9
NAD'27 S.P.C(FT) N 384,421.3 E 1,722.1059
NAD'27 GEO LAT—(N) 39.551276 LONG—(W) 80.485533
NADBI UTM 17N (M) N 4,378091.0 E 5442172
NADB3 SP.C. (FT) N. J84,458.9 E 1.690,666.9
GRANT DISTRICT, |
WETZEL COUNTY |\ ——4
[ W
LATERALS — LAYOUT PLAN
1" = 2000
PARCEL OWNERS
NUMBER | TAX AP 1D OWNER ACRES
7 ™ 43-22 | PAUL ABLE TRUSTEE, et. dl. a3
2 M 15-36 | WiLLIaM JACK & BEVERLY LYNN BARR | 7
3 M 15-35 | DONALD JOSEPH DLUSKY, JR. 17.6
4 M 20-01 COASTAL LUMBER CO. 8520
5 ™ 43-10 | RoBeRT 5 & GLORIA L. THORN 2533
6 ™ 43-17 ROBERT £ TONKERY 1
7 ™ 43-11.1 | DAVID A. & DIANE E FLOYD 30
& ™ 45-29 | DELBERT C. TEAGARDEN 61.17
g M 45-28 | DELBERT €. TEAGARDEN 40.8
0 TM 45-26.4 | RICHARD & WANDA JONES 282
1 TM 45-26.1 | WAYMAN & KATHERINE WYCKOFF !
12 ™ 45-26 GLENN & BONNIE ANN WYCKOFF 9746
13 ™ 43-5 RONNIE STARKEY 67.25
14 M 45-26.3 | WAYMAN & CATHERINE WYCKOFF 4.22
15 M 45-17 HEARTWOOD FORESTLAND FUND 125,73
16 M 45-26.2 | RICHARD & WANDA JONES /
17 ™M 45-16 | ket A & RITA ¢ POWELL 27
LEASE OMNERS
49-12-234 (60.17AC) — TRANS ENERGY
£9-12-233 (40.8AC) — TRANS ENERGY
983303 (106.5AC) — EAST RESOURCES INC. et. al.
» 991927 (27AC) — DELILAH HARRIS af. ol.
encompass
' R
SN O SChg
|, THE UNDERSIGNED, HEREBY CERTIFY THAT THS PLAT IS CORRECT §*{o astene, SNEE (—-I—) DENOTES LOCATION OF WELL ON UNITED
TO THE BEST OF MY KNOWLEDGE AND BELIEF AND SHOWS ALL $ SICENSE 2 STATES TOPOGRAPHIC MAPS
THE INFORMATION RECUIRED BY LAW AND REGULATIONS ISSUED s Gl NS DATE SEPTEMBFR 25 |, 2014
AND PRESCRIEED BY THE DMSION OF A PROTECTION. & ! NO.923 '.'*:‘_: ,
= %1 t ¥ & OPERATORS WELL NO. ___ WV 515524
= v, STATEOF | =
a ‘?9 ‘.f-& X g 5 API
i U S 6L 47
7, 5 ~ -
o2 - %,5510 151 D0 STATE  COUNTY PERMIT
AT
MINIMUM DEGREE EET
OF ACCURACY +3 FILE NO. BROWER et ol WELL PLAT SH STATE OF WEST VIRGINIA
e NO. DIVISION OF ENVIRONMENTAL PROTECTION
OF ELEVATION __GPS  scale: 17 = 2000" 2 OF 2 OFFICE OF OIL AND GAS

6,908"

Hér



WWW.ENCOMPASSSERVICES.COM PLOT DATE: 9/25/2014 CAD FILE: GLO7E6_MELL PLAT_9-25-2014.0WC

EQT PRODUCTION COMPANY
BROWER et al LEASE

GLO 76 WELLS o 171.0 ACRES +
A .
F&S P o
— *
41— WY S1e768 R R WELL NO. WV 515524
H3 — WV 514745 @‘Qg\‘g\i\ RO
He — WY 514747 N wlé@\*\@ 9
HS — WV 515495 Q‘} & A i A
= ﬁg- Wy 515496 ‘h“ W ‘\b %c) $J \, L
- WV 515497 9 NOIES ON SURVEY
= Lo ) R
HE - WV 515524 < R
& HO — W 575525 5 tea 1. 7TIES TO WELLS, CORNERS AND REFERENCES ARE
= 74 BASED ON GRID NORTH FOR THE WV STATE PLANE
o COORDINATE SYSTEM NORTH ZONE NAD 83
Cn 2. SURFACE OMNER AND ADJOINER INFORMATION TAKEN
E< FROM THE ASSESSOR AND COUNTY CLERK RECORDS

OF MARION COUNTY IN JANUARY, 2014

WELL LAT AONG. (NAD'27) ESTABLISHED BY GPS

WELLHEAD LAYOUT THE LOCATION OF BOUNDARY LINES SHOWN HEREIN

=00 ARE BASED ON RECORD DEED, PLATS AND TAX
MAPS BEST FIT TO FOUND FIELD EVIDENCE AND

AERIAL PHOTOS, UNLESS OTHERWISE NOTED.

Ay

5. THIS PLAT DOES NOT REPRESENT AN ACTUAL
BOUNDARY SURVEY OF THE INDIVIDUAL PARCELS.

6. THERE ARE NO EXISTING WATER WELLS OR
DEVELOPED SPRINGS WITHIN 250° OF PROPOSED
HELL.

7. PROPOSED WELL IS GREATER THAN 100" FROM
PERENNIAL STREAM, WETLAND, POND, RESERVOIR, OR
LAKE

8 THERE ARE NO OMELLINGS OR BARNS GREATER
THAN 2,5005F WITHIN 625° OF PROPOSED WELL
HEAD.

30415 @

e

_ 30213 N795847W 1)
8{?0 T 267 72232

Bl al WELL NO.
| e "= WV 515524
® [ b~y \ 20
\. \ 72234/
P—l 379
\. \' \ o W
: @
\ \ \ sws

| \ \
\ \ \
\ \ NOTE: \

¢ \ #) SEE PAGE 2 FOR PARCEL INFO. |
\ \ !

@

N

V@

EXISTING WELL LOCATIONS
SCALE: 1™ = 2000°

- WELLHEAD TIES
encompass -

HEA

LT
.‘\\\:: D. SCH;;_’I,_,’
I, THE UNDERSIGNED, HEREBY CERTIFY THAT THSS PLAT IS CORRECT §*_¢“ ........ %%, (+) DENOTES LOCATION OF WELL ON UNITED
O THE EEST OF MY KNOWLEDGE AND EELIEF AND SHOWS ALL - < GENSg. Z STATES TOPOGRAPHIC MAPS
THE INFORMATION REQUIRED BY LAW AND REGULATIONS ISSUED = 2 o = DpATE__ SEPTEMBER 25 , 2014
AND PRESCRIBED BY THE DMSION OF ENVIRONMENTAL PROTECTION. == H NO. 823 3 E
B o X = OPERATORS WELL NO. WY 515524
’ 20 % f S AR
; < ".6\ .‘;\v.-‘ @ -::
s DI Bt F B 072
Y .
925 - 35103 21, S5 STATE  COUN PERMIT
g™
MINIMUM DEGREE
e oror ™ 3 ruE no. BROWER et o weLL pLaT| SHEET | STATE OF WEST VIRGINIA
S s NO. DIVISION OF sumonuemiLNmomcnou
OF ELEVATION __GPS  sSCALE: AS NOTED JOE2. OFFICE OF OIL AND GAS
WELL LIQUID WASTE IF )
TYPE: OIL ____ GAS _X INJECTION ___ DISPOSAL ___ "GAS" PRODUCTION _X STORAGE DEEP ___ SHALLOW __
LOCATION : 1455: (GROUND)
ELEVATION_1425" (PROPOSED) WATERSHED _STARKEY RUN 3
DISTRICT _MANNINGTON COUNTY _MARION QUADRANGLE _GLOVER GAP, WV <
SURFACE OWNER ___ ROBERT E. TONKERY ACREAGE 111.00+ AC Z
ROYALTY OWNER __ LYNN ANN BROWER, et ol LEASE ACREAGE 111.00+ AC z
991935 =
PROPOSED WORK : LEASE NO. <
DRILL _X  CONVERT ____ DRILL DEEPER REDRILL FRACTURE OR STIMULATE __X__PLUG OFF OLD
FORMATION ____ PERFORATE NEW FORMATION ____ PLUG AND ABANDON CLEAN QUT AND REPLUG OTHER
PHYSICAL CHANGE IN WELL (SPECIFY) TARGET FORMATION __GENESEO %
ESTIMATED DEPTH 7,488 %
WELL OPERATOR __EQT PRODUCTION COMPANY DESIGNATED AGENT: __REX C. RAY
ADDRESS 115 PROFESSIONAL PLACE P.O. BOX 280 ADDRESS: 115 PROFESSIONAL PLACE P.O. BOX 280

BRIDGEPORT, WV 26330 BRIDGEPORT, WV 26330






